
 

MBR2060CT 
SCHOTTKY BARRIER RECTIFIER 
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MAXIMUM RATINGS (Ta=25℃ unless otherwise noted) 

 

 

 

 

 

 

 

 

 

 

 

 

 

ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise specified) 

Parameter Symbol Test conditions Min Typ Max Unit 

Reverse voltage V(BR) IR=0.1mA  60   V 

Reverse current IR VR=60V    0.15 mA 

Forward voltage VF 
IF=10A   0.8 V 

IF=20A   0.95 V 

Typical total capacitance Ctot VR=4V,f=1MHZ  650  pF 

 

 

 

1 .ANODE 

2. CATHODE 

3. ANODE 

Symbol Parameter Value Unit 

VRRM Peak repetitive reverse voltage 

60 

V 

VRWM Working peak reverse voltage V 

VR DC blocking voltage V 

VR(RMS) RMS reverse voltage 42 V 

IO Average rectified output current @TC=125℃ 20 A 

IFSM 

Non-Repetitive peak forward surge current 8.3ms 

half sine wave 
150 A 

PD Power dissipation 2.0 W 

RθJA Thermal resistance from junction to ambient 60 ℃/ W 

Tj Junction  Temperature -65～+150 ℃ 

Tstg Storage Temperature -65～+175 ℃ 

SHEN ZHEN LONG JING MICRO- ELECTRONICS CO.， LTD 

 TO-220 Plastic-Encapsulate Diodes 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


